
As an extension of the Akira 
Ceiling Light, the Akira Track Light 
cements its purpose as the first 
track light from Unios that creates 
a flood beam. Adapting the same 
dot-free illumination from the 
series, the Akira Track Light now 
comes in a seamless 150mm 
and 220mm diameter and will 
smoothly rotate in all directions.  

Breaking the tradition of 
elongated cylindrical, track 
spotlights – the Akira Track Light 
has been developed to bring a 
compact circular form to a track 
context. This luminaire emits a 
high quality, flood of light in a 
compact track form by the nature 
of its design and by integrating the 
control gear into the track adaptor. 

Akira Track

 
Get on track with a flood beam
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Now available in a track model, the Akira Track 
Light is suitable for a range of applications. 
With its flood beam, the Akira Track Light suits 
projects that require track lighting to deliver a 
more general illumination. 

A flood beam track light

The Akira Track Light emits a 
flood beam to any architectural 
space. This track series provides 
a large wide spread of light that 
delivers general lighting rather 
than the more traditional accent 
lighting of other track lights. 
The Akira Track Light's flexibility 
manifests itself as a deceptively 
minimalist design that can meet 
the vision of any application.

Light in all directions

The flexibility of this luminaire is 
limitless. The combination of its 
flood beam and its track mounted 
adjustability means the Akira 
Track Light is entirely versatile 
for a range of general lighting 
applications. Each track light can 
be tilted up to 80° and rotated 
350° in any direction. 

A new addition to the family

An extension to this minimal 
luminaire series, the Akira Series 
can now be surface mounted, 
suspended or track mounted. The 
Akira family proves it will adapt 
flawlessly to any architectural 
concept with its design versatility. 
When used in combination, the 
different form factors of the 
Akira Series can illuminate spaces 
effortlessly with design cohesion. 

← 
Emitting a flood 
beam from its track

↗ 
Direct down for 
general lighting

Akira Track

Specifications 
Finish / Textured Black and White, Absolute Luminous Flux / 
1350lm (at 20W 4000K), CCT / 3000-4000K, Power / 15-20W, 
Beam / 110°, IP20, CRI90+, Control Gear / Built-in Phase-Cut 
Dimmable Track Adaptor

Compact and concise

The Akira Track Light has been 
meticulously engineered to retain 
a compact form by integrating the 
control gear into a slimline track 
adaptor. By integrating the control 
gear into the track adaptor, the 
Akira's compact 150mm and 
220mm sizes can be achieved 
without increasing its form factor. 
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Akira Track Light P32

R150
Measurements (mm)

40

46

Ø 150

189

Absolute Luminous Flux
15W (400mA) 

875lm (at 4000K)
Beam

110° (F)

R220
Measurements (mm)

40

46

Ø 220

189

Absolute Luminous Flux
20W (500mA) 

1350lm (at 4000K)
Beam

110° (F)

General Specifications
Material Powder Coated Aluminium 

Polycarbonate Diffuser
IP 20
UGR (Unified Glare Rating) <19
Warranty 3 Years
Track Mount Three (3C) circuit track  

adaptor available

Control Gear
240V Built-in Phase-Cut Dimmable Track Adaptor 
DALI Gear must be used in conjunction with DALI Gearbox
Power Factor  >0.90
Dimming Phase-Cut Dim (PC),  

DALI Dim Optional

Finishes
Textured Black
Textured White

LED
Colour Temp 3000K, 4000K
CRI 90+
Efficacy Up to 65lm/w
Colour Deviation SDCM≤3
Lifetime 59,000h L70

      

SPECIFY AT UNIOS.COM/AKIRATRACK
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