
Inspired by a geometric triangular 
shape, this luminaire can be 
ceiling mounted or suspended 
for a variety of architectural 
applications. Shifting away from 
the common rectangular form  
of other linear pendants, the 
Arrow Linear Series carves its 
own niche with its trapezoid 
inspired profile design.

Every bit unique as it is practical, 
the Arrow Linear Series emits 
dot-free illumination with 
excellent colour rendering. With 
the availability of three different 
lengths of 1200mm, 1800mm 
and 2400mm, this luminaire 
stands out for its refined design 
and flexibility.

Arrow

A linear pendant as  
straight as an arrow
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The Arrow Linear Series is ideal for a variety of 
spaces within the home such as kitchens and 
dining areas. Exemplifying its versatility, this 
suspended or optional ceiling mounted luminaire 
is also suitable for commercial office spaces.

Geometric triangular design

Highlighting the beauty of simple 
geometry, the Arrow Linear 
Light's unique design comes 
from its shape. A testament to 
the idea that less is more, this 
modern pendant showcases a 
slim structure which ensures an 
even, desirable illumination. 

CRI 90+

With its CRI 90+ rating, the 
Arrow Linear Series renders 
colour at more accurate levels. 
In applications where colour 
rendering is of paramount 
importance and light quality 
cannot be compromised, the 
Arrow Linear Light is your solution. 

Built-in control gear

To retain its modern, compact 
aesthetic with zero interference of 
its straight lines, the Arrow Linear 
Light has been engineered with 
the phase-cut dimmable control 
gear built in.

Surface mounted or suspended

Depending on design application, 
ceiling heights and the ambience 
required, this linear range can be 
surface mounted or suspended 
for various design purposes. Each 
option is easy to install with either 
two suspension points or a surface 
mounted bracket.

Arrow

← 
Applied above a desk for 
an efficient, task light

↑ 
Suspended by a robust 
suspension system

Specifications 
Finish / Textured Black and White, Absolute Luminous Flux 
/ 2500lm (at 40W 3000K), CCT / 3000-4000K, Power / 
30-60W, Beam / 115°, IP20, CRI90+, Control Gear / Built-in 
Phase-Cut Dimmable
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Arrow Linear Series P36

General Specifications
Material Powder Coated Aluminium
IP 20
UGR (Unified Glare Rating) <22
Diffuser Opal
Warranty 5 Years

Control Gear
240V Built-in Phase-Cut Dimmable Control Gear
Power Factor  >0.90
Dimming Phase-Cut Dim (PC),  

DALI Dim Optional

Finishes
Textured Black
Textured White

LED
Colour Temp 3000K, 4000K
CRI 90+
Efficacy Up to 65lm/w
Colour Deviation SDCM≤3
Lifetime >60,000h L70

   

SPECIFY AT UNIOS.COM/ARROW

Note
Standard option is suspended 
Surface mounted option available

1200
Measurements (mm)

Absolute Luminous Flux
30W (700mA) 

1900lm (at 3000K)
Beam

115° (F)

1800
Measurements (mm)

Absolute Luminous Flux
40W (900mA) 

2500lm (at 3000K)
Beam

115° (F)

2400
Measurements (mm)

Absolute Luminous Flux
60W (2x 700mA) 

3700lm (at 3000K)
Beam

115° (F)

30
0

0

1208 / 1808 / 2408 61

56

Edition 23.5.19 | Product design and technical data may be subject to change


