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Designed to hide the glare of a lamp, 
the alternating panels create a subtle 
lighting effect. Swish is part of a series 
of paneled lights where form, line, 
and motion come together to create 
a skin that shields the eye from the 
lamp. It creates a subtle lighting effect 
which emits almost no patterning on 
the surrounding walls. Swish is made 
from bamboo plywood that can be all 
natural, caramel or painted black. The 
panels are made from hand frosted 
polycarbonate.

Swish



Features

Compliance

CE (IEC 60598.2.1 Ed 1.1 IEC 60598.1 Ed 8.0)
AS/NZS (AS/NZS 60598.2.1)

Note: UL/cUL certified cordsets are supplied 
within the North American market sourced 
from UL/cUL manufacturers. 

Shipped Kitset

Seed System kitset lightshades are on average 
1/30th of the volume of the assembled 
light. This aims to help minimize the effects 
of shipping and to reduce the design’s 
environmental footprint.

Light sizes

David Trubridge kitset lightshades come in 
various sizes, making it easy to find the right 
size to any interior space whether it’s small or 
large.  

Warranty 

This light is warranted for three years from 
date of purchase for failure of parts.

Care Instructions

All wooden and/or polycarbonate lights are 
intended for use in dry interior conditions 
only and can be cleaned with a soft cloth 
dampened slighty in warm water when the 
light is switched off. Do not use detergents.



Dim
ensions

Cordset*
M

aterial
Suspension

Fasteners
Packaging

Technical Data

Small Swish Large Swish

Swish

Swish

Width: 330mm / 13"

Height: 750mm / 30"

Weight: 1.2kg / 2.64lb

2m / 6.5ft

Bamboo plywood

(Sourced from FSC accredited factory) 

Polycarbonate

Nylon

Hangs on cord

785mm x 120mm x 70mm

31" x 5" x 3"

0.0065m³ / 0.229ft³

1.5kg / 3.31lb

Width: 230mm / 9"

Height: 560mm / 22"

Weight: 0.8kg / 1.76lb

2m / 6.5ft

Bamboo plywood

(Sourced from FSC accredited factory)

Polycarbonate

Nylon

Hangs on cord

785mm x 120mm x 70mm

31" x 5" x 3"

0.0065m³ / 0.229ft³

1.0kg / 2.20lb

*Black comes with black cordset and fasteners. All others come with white cordset and clear 
fasteners. Custom lengths available on request.



Diagrams

North America: E26, Max 60 Watts 

120v AC 60hz

Rest of World: E27, Max 60 Watts 

 230-240v AC 50hz.
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PENDANT
SERIES

This luminaire is 
compatible with bulbs 
of the energy classes:



Natural

Natural

All bamboo (our primary material) is secondary 
product, from renewable forests in China 
grown as a food source. We have visited these 
plantations and are satisfied with the quality of 
their systems.



Caramel

Caramel

Caramel bamboo starts out as natural and 
is carbonised using steam to caramelise the 
natural sugars which darken the bamboo. This 
process creates a different look without using 
chemicals.     



Black Stain

Black

(Older black stained option shown, please 
contact your local dealer for current painted 
finish).  



Contact

Contact

+64 6 6500 204
office@davidtrubridge.com

New Zealand
Showroom/Head office

Address

Corner Station Road &
Groome Place, Whakatu, 
Hastings, Hawkes Bay,
New Zealand


